Slap Formwork Supporting System
(Decking / Infill Beams)
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MANAR AL OMRAN Slap Formwork Support System provides a flat supporting grid, with
suitable plywood or other similar materials. The plywood thickness can be sclected to suit the
requirements and Support Beam can be arranged to suit the Slab thickness and the plywood used.

The Interconnecting Beam makes their positioning variable to suit any specific Decking
requirement. The Decking Beams are robustly designed for achieving required Grid Safe working
load & durable with no moving or loose parts,

Early striking is a technique of removing the formwork element (Decking/infill Beams) of the
structure when the fresh concrete has attained 40% of the 28 day design strength of the concrete.
This is usually achieved after 3 or 4 days from pouring. MANAR AL OMRAN design of drophead
enables this to be achieved safely without disturbing scaffold effectively b ack propping the slab
at maximum 2.5mtr. x 2.5 mtr. centers and allowing the slap formwork support system and the
plywood to be used on another Slab Support scaffolding. Due to rising cost of materials, cycle
time of 10 days between pours can be easily achieved. This represents considerable time
reductions when compaing with traditional formwork the materials are locked in suit for upto
14 days.

To make sure that our systems are safe we did more tests on all the items by aceredited laboratories
which are available up on requests.
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CANTILEVER FRAME CUPLOCK STANDARDS
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BEAM BRACKETS ADJUSTABLE BASE JACK UNIVERSAL JACK
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2007 | 40M | 138
020311 | 6.0M 20.4




021109 | Drop head 6.25 w
021105 | Adjustable Base Jack 3.60 f

020809 | Beambracket 6.45 /
021107 | Universal Jack 2.630 %
020810 | Cantilever Frame 16.20 :

020806 | Loose Spigot With Nuts & Bolts | 0.750 \




021202 Coupler-Drop Forged Double! 1.01
021201 Coupler-Drop Forged Swivel 1.12
021204 Coupler-Pressed Double 0.850
021203 Coupler-Pressed Swivel 1.00
021209 Coupler-Drop Forged Putlog |  0.630
021207 Sleeve Cupler 1.00

021111 Socket base 1.25
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